
Lightweight – and looking 

good – for the long haul! 

Our aluminum bunk trailers 

provide the perfect ride for 

transporting everything from 

fishing boats up to 12,000 lb. 	

			   cruisers!  

		  The no-rust aluminum 	

	 means no-worry  

maintenance, no chipped 

paint, and dependability you 

can count on year after year!

FEATURES:
■	Heavy-duty aluminum I-beam frame
■	Adjustable axles

■	Custom-molded composite fenders

■	Heavy-duty galvanized cross members
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A1828B

A2250TB

■	Non-marking bow roller

■	V-shaped cross members

■	Swivel jack on tandem and  
	 tri-axles models

■	Carpeted adjustable bunks



OPTIONAL EQUIPMENT:
■	Tongue jack (single axle models)

■	aluminum rims or galvanized rims

■	Aluminum cross members

■	Disc brakes

■	Bow boards

■	Post-style load guides

■	Spare tire

■	Spare tire carrier

■	Stainless steel hardware

Manufactured By:
HLT, Limited
Humboldt, Iowa 50548
(515) 332-1802
Fax: (515) 332-1833
www.yachtclubtrailers.com
e-mail: sales@yachtclubtrailers.com

Yacht Club has something for everyone! Check out our full line of watercraft, utility, motorcycle trailers and accessories!
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		  Axles/	 Boat		  Carrying	 Trailer	 Between 
	 Model	 Brakes	 Length		  Capacity	 Weight	 Fender	 Tire Size	
	 A1725B	 1/0	 16'-17'	 2450 lbs.	 540 lbs.	 82"	 ST205/75D14
	 A1728B	 1/1	 16'-17'	 2800 lbs.	 600 lbs.	 82"	 ST205/75D14
	 A1825B	 1/0	 17'-18'	 2450 lbs.	 540 lbs.	 82"	 ST205/75D14
	 A1828B	 1/1	 17'-18'	 2800 lbs.	 600 lbs.	 82"	 ST205/75D14
	 A1831B	 1/1	 17'-18'	 3050 lbs.	 610 lbs.	 82"	 ST215/75D14

	 A2028B	 1/1	 19'-20'	 2800 lbs.	 645 lbs.	 82"	 ST205/75D14
	 A2050TB	 2/1	 19'-20'	 5000 lbs.	 970 lbs.	 80"	 ST205/75D14

	 A2250TB	 2/1	 21'-22'	 5000 lbs.	 990 lbs.	 80"	 ST205/75D14
	 A2255TB	 2/1	 21'-22'	 5550 lbs.	 1050 lbs.	 80"	 ST215/75D14

	 A2449TB	 2/1	 23'-24'	 4900 lbs.	 1040 lbs.	 80"	 ST205/75D14
	 A2455TB	 2/1	 23'-24'	 5525 lbs.	 1075 lbs.	 80"	 ST215/75D14
	 A2465TB	 2/1	 23'-24'	 6500 lbs.	 1210 lbs.	 76"	 ST225/75D15

	 A2655TB	 2/1	 25'-26'	 5500 lbs.	 1100 lbs.	 80"	 ST215/75D14
	 A2680TB	 2/1	 25'-26'	 8050 lbs.	 1907 lbs.	 76"	 ST225/75D15
	 A26100TRB	 3/2	 25'-26'	 10000 lbs.	 2325 lbs.	 76"	 ST225/75D15

	 A2880TB	 2/1	 27'-28'	 8025 lbs.	 1932 lbs.	 76"	 ST225/75D15
	 A2887TRB	 3/2	 27'-28'	 8700 lbs.	 1932 lbs.	 76"	 ST215/75D14
	 A28100TRB	 3/2	 27'-28'	 10000 lbs.	 2350 lbs.	 76"	 ST225/75D15
	 A28120TRB	 3/2	 27'-28'	 12000 lbs.	 2350 lbs.	 76"	 ST225/75D15

	 A3080TB	 2/1	 29'-30'	 8000 lbs.	 1957 lbs.	 76"	 ST225/75D15
	 A3086TRB	 3/2	 29'-30'	 8650 lbs.	 1957 lbs.	 76"	 ST215/75D14
	 A30100TRB	 3/2	 29'-30'	 10000 lbs.	 2400 lbs.	 76"	 ST225/75D15
	 A30120TRB	 3/2	 29'-30'	 12000 lbs.	 2400 lbs.	 76"	 ST225/75D15

A2465TB


